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1. Points of revisions to the Rank Guidelines 

2. Requests should be asked to suppliers



◼  Rank Guidelines

1. Objective of this Guidelines

2. Scope

3. Operations and Exemptions

4. Establishment, Revision, and Abolition

5. Definition of Terms

6. Specified Managed Substances

• Level 1 Prohibited Substances (PS) 

• Level 2 PS

• Level 3 PS

Appendix 1. Exempted Items List on the

EU RoHS Directive 

Appendix 2. Exempted Items on the

ELV Directive 

Appendix 3. Controlled Values for 

Prohibited Substances

Rank Guidelines Main Revised Contents 2

• PFHxS: Changed the category to the Level 1 from the 

Level 2. (Refer to Page 4.) 

• PIP(3:1) : Changed the category to the Level 1 from 

the Level 2. (Refer to Page 4.) 

• Dechlorane Plus TM : Changed the category to the 

Level 1 from the Level 3. (Refer to Page 5.) 

• UV-328: Changed the category to the Level 1 from 

the Level 3. (Refer to Page 5.) 

• Updated the descriptions for Hydrofluorocarbon

(HFC). (Refer to Page 6.)

• Updated the latest information.

• MCCP(C14-17): Changed the category to the Level 2 

from the Level 3. (Refer to Page 7.) 

• PFCA(C15-21): Changed the category to the Level 2 

from the Level 3. (Refer to Page 7.) 

• Added BPA to the Level 2 from the Level 3. (Refer to 

Page 7.) 

• Amended in response to the structural change, etc., 

to the Operating Company System (The front page, 

the back page, Definition of Terms). (Refer to Page 9.)

• Amended in response to the structural change to the 

Operating Company System. (Refer to Page 8.)
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[Reasons for change]

◆External environment

➢ Frequent publication of candidate 

substances

➢ The regulation may be implemented 

within 1 year from the publication date 

of OJ, as the timing of the publication 

of OJ is unpredictable, 

◆Internal environment

➢ More frequent update of the Rank 

Guidelines is difficult as workload such 

as renewal of Non-use warranty  is 

high.

Add a substance to the Level 1 by the 

Elimination Recommendation (Addition of 

Annex A.).

Note that in Ver.14, the substances whose 

inclusion were decided to recommend to 

COP for elimination (Appendix A)are added 

in this timing as there are no cases that 

such substances were rejected in COP (the 

next COP is planned in May, 2023).

◼ Deliberation steps in Persistent Organic Pollutants Review Committee（POPRC) 

and publication of the OJ

Proposal by COP countries

（Provide info. specified in Annex D.）

Screening

（Judge using the screening criteria specified in Annex D.)

Preparation of risk profile

（Examine details with the info. specified in Annex E）

Preparation of risk management evaluation

（Examine considering the info. specified in Annex F.)

Final determination

（Add to Annex A, B, and C.）
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Conference 

of the Parties

（COP）

Way of thinking to add substances to the Level 1 in the Rank Guidelines [Change]

Add a substance to the Level 1 Prohibited Substances judging from contents of the Elimination Recommendation under  

the convention on Persistent Organic Pollutants (POPs)）(Addition of Annex A) deeming them equivalent to the one in 

the official journal (OJ).

Notification from U.N. general to member countries

Publication of the EU official journal

e.g. EU POPs regulations

Implementation of the regulation
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Timing for adding 2 

substances to Ver.14.

Timing up to now for 

adding substances to the 

Level 1.

Timing for adding 

substances to the Level 1.
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Substance/Group of 

Substances

Regulated 

by the Panasonic Group

Main Laws/ Regulations 

referred to

Perfluorohexane-1-sulphonic 

acid

(PFHxS), its salts, and 

PFHxS-related

Substances 

(Also known as 

Perfluorohexanesulfonic acid, 

its salts, and PFHxS-related

Substances）

Intentional use of these substances 

is prohibited, and the concentration 

must be less than 25ppb 

(0.025ppm)*3.

In the case of combination of 1 or 

multiple PFHxS-related substances, 

the total concentration must be 

1000ppb (1ppm) *3.

POPs

Convention

Phenol isopropylated 

phosphate 

(PIP(3:1)) (Also known as 

Tris(isoproplylphenyl) 

phosphate, TIPP, IPPP)

Intentional use of these substances 

is prohibited*3. (There are 

exemptions.)
TSCA

*3: If compliance with the Regulations by the Panasonic Group is verified by tracing back the 

supply chain, the analysis for checking non-use of the subject substance is not required.

Revised Contents of the Level 1 Prohibited Substances (PS) (1/3)

■ PFHxS, its salts, and PFHxS-related substances and PFHxS-related substances, and PIP(3:1)  : 

Changed the category to the Level 1 Prohibited Substances from the Level 2 Prohibited Substances.

Added

Table 1
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Substance/Group of 

Substances

Regulated 

by the Panasonic Group

Main Laws/ 

Regulations 

referred to

Dechlorane Plus TM

（1,6,7,8,9,14,15,16,17,17,18,1

8-

Dodecachloropentacyclo[12.

2.1.16,9.02,13.05,10]

octadeca-7,15-diene）

Intentional use of these substances 

is prohibited*3 (There are 

exemptions.)

POPs

Convention

UV-328

（2-(2H-benzotriazole-2-yl）-

4,6-Di-tert-pentyphenol）

Intentional use of these substances 

is prohibited*3. (There are 

exemptions.)

POPs

Convention

*3: If compliance with the Regulations by the Panasonic Group is verified by tracing back the 

supply chain, the analysis for checking non-use of the subject substance is not required.

Revised Contents of the Level 1 Prohibited Substances (PS) (2/3)

■ Dechlorane Plus TM and UV-328 : Changed the category to the Level 1 Prohibited Substances from 

the Level 2 Prohibited Substances.

Added

Table 1
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Substance/Group of Substances
Regulated 

by the Panasonic Group

Main Laws/ Regulations 

referred to

Hydrofluorocarbon (HFC)
Intentional use of these substances is 

prohibited*3. (There are exemptions.)

-Canada Environmental 

Protection Act (CEPA), 1999

-The EU Regulation on F 

gasses

Revised Contents of the Level 1 Prohibited Substances (PS) (3/3)

■ Updated the descriptions for Hydrofluorocarbon (HFC). 

Added

Table 1

Substance/Substance Group Name: Hydrofluorocarbon (HFC)

Regulated items

Products include HFC indicated in Attached table 1, 6.1.3

Each product is restricted by HFC global warming potential (GWP) per use.

[Applications and use examples]

– Stand-alone refrigerator and Centralized refrigeration equipment.

– ...

Table 2- 26

*Note: To each Operating Company, Business Division, and Supplier, please check details on the above

for HFC, as the period for the restriction is set per individual usage of HFC by the HFC’s Global Warming 

Potential (GWP) value under “the CANADIAN ENVIRONMENTAL PROTECTION ACT, 1999” and/or “The 

EU Regulation on F gasses”. 
◆ “The EU Regulation on F gasses” (Refer to ANNEX Ⅳ)

URL for the EU Official Journal URL（English）: https://eur-lex.europa.eu/eli/reg/2024/573/oj#d1e35-54-1

PDF file for Japanese translation for reference ==>

◆ “The CANADIAN ENVIRONMENTAL PROTECTION ACT, 1999” (Refer to Schedule 1.1)

URL for the Canadian Official Journal URL（English）: https://gazette.gc.ca/rp-pr/p2/2017/2017-10-18/html/sor-dors216-eng.html

PDF file for Japanese translation for reference ==>

Canada_Sch1.1

Revised

Updated on 

April 10, 2024
ANNEX Ⅳ

https://eur-lex.europa.eu/eli/reg/2024/573/oj#d1e35-54-1
https://gazette.gc.ca/rp-pr/p2/2017/2017-10-18/html/sor-dors216-eng.html
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◼ Added the descriptions for MCCP, C14-17, C15-C21 PFCA, its salts, and C15-C21 PFCA-related 

substances, and Bisphenol A to the Level 2 Prohibited Substances.

*1: If an operating company or a business division sets own date for starting prohibition of delivery of 

certain components, materials, etc., depending on the situation (e.g., requests from suppliers) 

earlier than the date set on this policy, the operating company or the business division must inform 

it to relevant members such as suppliers.

Revised Contents of the Level 2 Prohibited Substances (PS) 

Substance/Group of Substances

Date for starting prohibition of 

delivery of components, materials, 

etc. to the Panasonic Group*1

Main Laws/ Regulations 

referred to

Medium chain chlorinated paraffins 

(MCCP, C14–17)

The date will be set in 

response to regulatory trend 

hereafter.

– EU RoHS Directive,

– EU REACH 

Regulation

– POPs Convention

Perfluorocarboxylic acids containing 15 

to 21 carbon atoms in the chain (C15-C21 

PFCAs), their salts and C15-C21 PFCA

related substances.

The date will be set in 

response to regulatory trend 

hereafter.

– POPs Convention

– CEPA

Bisphenol A (2,2-Bis(4-

hydroxyphenyl)propane） and bisphenols 

of similar concern

The date will be set in 

response to regulatory trend 

hereafter.

– EU REACH 

Regulation

Added



Amendemnts to the Rules for Establishment, Revision, and Abolition

4 Establish-

ment, 

Revision, 

and 

Abolition

Amend the rules for 

the Establishment, 

Revision, and 

Abolition.

-In response to the new 

structure to an operating 

company system, the 

structure of the 

Panasonic Group 

Product Chemical 

Substance Management 

Committee and the flow 

for deliberation of the 

Rank Guidelines were 

changed.

-Change the authorizer from 

Quality & Environment Director to 

Operation Administrators meeting 

of Panasonic Group Product 

Chemical Substance 

Management Committee. 

-Directors of Procurement 

Division and of Quality & 

Environment Division are in 

charge of consultation of the 

authorizer. 
-In response to the change of the 

committee structure, abolish the 

Product Chemical Substance 

Management Subcommittee.

Current 

category Substance Group Background of the update
Policies to reflect to the 

Rank Guidelines

■ The rules for Establishment, Revision, and Abolition are amended in response to the structural 

change to the Operating Company System. 
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Amendments including items in response to the structural change to Operating Company System

Subject items Before the amendments

Cover
Published by Panasonic Corporation

Quality & Environment Division

Operational Excellence Company

Published by Panasonic Group

Back cover

Issued by: Quality & Environment 

Division

Operational Excellence Company

Panasonic Corporation

Issued by: Quality & Environment Division

Panasonic Operational Excellence 

Company

Amendments of 

the terms in the 

whole document

Divisional Companies/Business 

Division

Operating Company/Organizational 

Unit

Amendments of 

the terms in the 

whole document
Panasonic Corporation Panasonic Holdingｓ Corporation

Table 2-27

Exemptions of 

PFOA

Abolished the exemptions as 

informed in the QED letter on July 

1, 2022.

Deleted the exemptions.

After the amendments

In response to the structural change to Operating Company System, items below are amended.

9



Contents 10

1. Points of revisions to the Rank Guidelines 

2. Requests should be asked to suppliers

(including important notes for internal responses 

required for the revision of the Rank Guidelines)



Request for resubmission of a Non-use Warranty 11

• Because of revised contents of the Level 1 Prohibited Substances (PSs), relevant suppliers 

are requested to resubmit a Non-use Warranty.

• For resubmission of a Non-use Warranty, relevant suppliers including those in your supply 

chain are requested to check whether any of the Level 1 PSs is contained and a possibility 

of inclusion of the PSs in your products or components.

Requests for 
suppliers 

■How to resubmit
– Fill in requirements in the latest ‘Non-use Warranty (Level 1 PSs)’.
– Submit the Non-use Warranty by the deadline respectively set by Panasonic group’s 

Operating Company/Organizational Unit.
[Change points]
◇ Level 1 PSs

– Addition of substance groups:
1) Perfluorohexane-1-sulphonic acid (PFHxS), its salts, and PFHxS-related

substances 
2) Phenol isopropylated phosphate (3:1)
3) Dechlorane Plus TM
4) UV-328

■Important notes
The components/materials containing the foregoing newly included substances in the 
Level 1 PSs that exceed the restricted limit are deemed non-compliant to the Rank 
Guidelines Ver.14. In such case, please immediately contact the Panasonic Operating 
Company or Organizational Unit who requested this, in order to replace the components/

materials with substitutes.



Request for data handling with GP-Web 12

• Once the Rank Guidelines Ver.14 is enforced, Panasonic’s responsible division will 

request relevant suppliers to investigate subject substances via GP-Web.

• Upon the request, the subject suppliers are requested to reconfirm the registered 

information of the subject chemical substances in the components/materials (correct 

the information, if necessary.), and update the data with the latest version of the tool.

■Important notes

1) Please reconfirm the status of the following substances in the 

components/materials, that have been newly added to the Level 1 Prohibited 

Substances. 
-1)Perfluorohexane-1-sulphonic acid (PFHxS), its salts, and PFHxS-related

substances 
-2)Phenol isopropylated phosphate (3:1)
-3)Dechlorane Plus TM
-4)UV-328

2) The components/materials containing the foregoing newly included substances 
in the Level 1 PSs that exceed the restricted limit are deemed non-compliant to 
the Rank Guidelines Ver.14. In such case, please immediately contact the 
Panasonic Operating Company or Organizational Unit who requested this, in 

order to replace the components/materials with substitutes.

Requests for 

suppliers 



Requests 
for suppliers Important notes for revision of the Rank Guidelines Ver.14 13

■ Level 2 Prohibited Substances

• Please prepare for their substitution, as those substances are highly 

likely to classified into the Level 1 in the near feature.

■ Exemption of the prohibited substances under the RoHS regulation

• As for other exempted items for which extending the exemption period 

was requested, the EU Commission is still under discussion. However, 

please pay due attention to the trend hereafter, because there is a 

possibility that its exemption period may be newly set, or the scope of 

the exemption may be limited.



Relevant Documents 14

Download documents available at the following URLs.

Product chemical substances 
management system (GP-Web)

Manuals (Members only)

Japanese, English, and Chinese
https://eww.gpscmn.panasonic.co.jp/prtl

chemSHERPA website

Japanese https://chemsherpa.net/

English  https://chemsherpa.net/english

Website for Explanatory Documents

Green 

Procurement 

Standards

Ver.6.5

Rank 

Guidelines 

Ver.14

– Regulated value

– List of Exempted 

Items

– List of the Controlled 

Values

Japanese

https://www.panasonic.com/jp/corporate/manageme

nt/procurement/green.html

English

https://www.panasonic.com/global/corporate/manag

ement/procurement/green.html

Chinese

https://panasonic.cn/about/csr/supply/procurement/

Japanese

https://chemsherpa.net/aboutchemsherpa/des

cription

English and Chinese

https://chemsherpa.net/english/aboutchemsh

erpa/description

Updated on April 10, 2024

https://eww.gpscmn.panasonic.co.jp/prtl
https://chemsherpa.net/
https://chemsherpa.net/english
https://www.panasonic.com/jp/corporate/management/procurement/green.html
https://www.panasonic.com/jp/corporate/management/procurement/green.html
https://www.panasonic.com/global/corporate/management/procurement/green.html
https://www.panasonic.com/global/corporate/management/procurement/green.html
https://panasonic.cn/about/csr/supply/procurement/
https://chemsherpa.net/aboutchemsherpa/description
https://chemsherpa.net/aboutchemsherpa/description
https://chemsherpa.net/english/aboutchemsherpa/description
https://chemsherpa.net/english/aboutchemsherpa/description
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2023年3月1日
パナソニックオペレーショナルエクセレンス株式会社 品質・環境本部


官報URL（英文）： https://gazette.gc.ca/rp-pr/p2/2017/2017-10-18/html/sor-dors216-eng.html


SCHEDULE 1.1 SCHEDULE 1.1
Products Containing or Designed to Contain an HFC Used as a Refrigerant 冷媒として使用されるHFCを含む、または含むように設計された製品


Item Product Use Date
GWP Limit of


Refrigerant Used in
Product


番号 製品 用途 禁止日
GWP


制限値


(a) Commercial
or industrial


January 1, 2020 1400 商用または業務用 2020年1月1日 1400


(b) Residential January 1, 2025 150
家庭用


2025年1月1日 150


(a) Commercial
or industrial


January 1, 2020 1500 商用または業務用 2020年1月1日 1500


(b) Residential January 1, 2025 150 家庭用 2025年1月1日 150


3


Centralized refrigeration system: refrigeration system with a cooling
evaporator in the refrigerated space connected to a compressor rack
located in a machinery room and to a condenser located outdoors, and
that is designed to maintain an internal temperature at ≥ -50°C


Commercial or
industrial


January 1, 2020 2200 3
集中冷蔵システム： 機械室にあるコンプレッサーラックと、屋外にある凝
縮器に接続した冷蔵スペースに冷却蒸発器を持ち、-50℃以上に内部温
度を保つように設計された冷蔵システム


商用または業務用 2020年1月1日 2200


4


condensing unit: refrigeration system with at a cooling evaporator in
the refrigerated space connected to a compressor and condenser unit
that are located in a different location, and that is designed to
maintain an internal temperature at ≥ -50°C


Commercial or
industrial


January 1, 2020 2200 4
凝縮ユニット： 異なる場所にあるコンプレッサーユニットと凝縮ユニットに
接続した冷蔵スペースに冷却蒸発器を持ち、-50℃以上に内部温度を保
つように設計された冷蔵システム


商用または業務用 2020年1月1日 2200


5
chiller: refrigeration or air-conditioning system that has a compressor,
an evaporator and a secondary coolant, other than an absorption
chiller


Commercial or
industrial


January 1, 2025 750 5 チラー： 吸収式チラー以外のコンプレッサー、蒸発器、２次クーラントを持
つ冷蔵システムまたは空調システム


商用または業務用 2025年1月1日 750


6
mobile refrigeration system: refrigeration system that is normally
attached to or installed in, or operates in or with a means of
transportation


Commercial or
industrial


January 1, 2025 2200 6 ポータブル冷蔵システム： 通常、輸送手段に取付ける、または設置する
冷蔵システム、または輸送手段の中で又は共に稼働する冷蔵システム


商用または業務用 2025年1月1日 2200


スタンドアローン低温冷蔵システム： 部品内蔵型で0℃未満で、-50℃以
上の内部温度を保つよう設計された自己完結型冷蔵システム


カナダ環境保護法1999 Schedule 1.1 参考和訳


Stand-alone medium-temperature refrigeration system: self-contained
refrigeration system with components that are integrated within its
structure and that is designed to maintain an internal temperature ≥
0°C
Stand-alone low-temperature refrigeration system: self-contained
refrigeration system with components that are integrated within its
structure and that is designed to maintain an internal temperature <
0°C but ≥ -50°C


1


2


1


2


スタンドアローン中温冷蔵システム： 部品内蔵型で0℃以上の内部温度
を保つよう設計された自己完結型冷蔵システム
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2024年4月1日


EU Fガス規則 ANNEX Ⅳ 参考和訳 パナソニックオペレーショナルエクセレンス株式会社 品質・環境本部


官報URL（英文）： https://eur-lex.europa.eu/eli/reg/2024/573/oj#d1e35-54-1


ANNEX Ⅳ ANNEX Ⅳ


Placing on the market prohibitions referred to in Article 11(1) 第 11 条 (1) で言及されている上市禁止事項


Date of


prohibition
禁止日


(1) 4 July 2007 (1) 2007年7月4日


(a) that contain HFCs with GWP of 150 or


more;


1 January 2015 (a) GWP 150以上のHFCを含むもの。 2015年1月1日


(b) that contain fluorinated greenhouse gases,


except if required to meet safety


requirements at the site of operation.


1 January 2026 (b) フッ素化温室効果ガスを含むもの。ただ


し、使用現場で安全要件を満たすために必


要な場合を除く。


2026年1月1日


(a) that contain HFCs with GWP of 2,500 or


more;


1 January 2020 (a) GWPが2,500以上のHFCを含むもの 2020年1月1日


(b) that contain HFCs with GWP of 150 or


more;


1 January 2022 (b) GWP 150以上のHFCを含むもの。 2022年1月1日


(c) that contain other fluorinated greenhouse


gases with a GWP of 150 or more.


1 January 2025 (c) GWPが150以上のその他のフッ素化温室効


果ガスを含むもの。


2025年1月1日


(4) 1 January 2025 (4) 2025年1月1日


(a) HFCs with GWP of 2,500 or more except


equipment intended for application


designed to cool products to temperatures


below – 50 °C;


1 January 2020 (a) GWPが2,500以上のHFC。ただし、 製品を


–50°C未満の温度に冷却するように設計


された用途向けの機器を除く。


2020年1月1日


(b) fluorinated greenhouse gases with a GWP


of 2,500 or more, except equipment


intended for application designed to cool


products to temperatures below – 50 °C;


1 January 2025 (b) GWPが2,500以上のフッ素化温室効果ガ


ス。 ただし、製品を–50°C未満の温度に


冷却するように設計された用途向けの機器


を除く。


2025年1月1日


(c) fluorinated greenhouse gases with a GWP


of 150 or more, except if required to meet


safety requirements at the site of operation.


1 January 2030 (c) GWPが150以上のフッ素化温室効果ガス。


ただし、使用現場の安全要件を満たす必要


がある場合を除く。


2030年1月1日


(6) 1 January 2022 (6) 2022年1月1日


(3) Refrigerators and freezers for commercial use


(self-contained equipment):


Any self-contained refrigeration equipment, except chillers, that contains fluorinated greenhouse


gases with a GWP of 150 or more, except if required to meet safety requirements at the site of


operation.


(5) Refrigeration equipment, except chillers and


equipment covered in points   (4) and   (6), that


contains, or whose functioning relies upon:


Domestic refrigerators and freezers:


製品・設備


再充填不可能なフッ素化温室効果ガス用の容器：付属書Iに記載のフッ素化温室効果ガス用であ


り、空/部分的に充填/完全に充填された、冷蔵機器/エアコン機器/ヒートポンプ機器/防火シス


テム/電気スイッチギアの整備、保守、充填に使用される、または溶媒として使用されるもの。


据


置


き


型


冷


蔵


装


置


(2)


(3) 業務用冷蔵庫および冷凍庫 (自給式機器)


全ての自己完結型冷凍機器 (チラーを除く)： GWP値が150以上のフッ素化温室効果ガスを含


むもの。ただし、使用現場の安全要件を満たす必要がある場合を除く。


(5) 冷凍装置：以下を含むか、その機能が以下に依


存するもの。チラーならびに (4) 項および (6)


項の対象となる機器を除く。


商用マルチパック集中冷蔵システム： GWP値が1500未満のフッ素化温室効果ガスを使用できる


カスケードシステムの一次冷媒回路を除き、Annex Iに記載のGWP値が150以上のフッ素化温室


効果ガスを含む、または、その機器の機能がフッ素化温室効果ガスに依存する定格容量40kW以


上のもの


Products and equipment


Non-refillable containers for fluorinated greenhouse gases listed in Annex  I, empty, partially or


fully filled, used to service, maintain or fill refrigeration, air-conditioning or heat pump equipment,


fire protection systems or electrical switchgear, or for use as solvents.
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(2)


Multipack centralised refrigeration systems for commercial use with a rated capacity of 40 kW or


more that contain, or whose functioning relies upon, fluorinated greenhouse gases listed in


Annex I with GWP of 150 or more, except in the primary refrigerant circuit of cascade systems


where fluorinated greenhouse gases with a GWP of less than 1,500 may be used.


家庭用冷蔵庫・冷凍庫







(a) HFCs with GWP of 2,500 or more except


equipment intended for application


designed to cool products to temperatures


below – 50 °C;


1 January 2020 (a) GWP が 2,500 以 上 の HFC を 使 用 す る チ


ラー。ただし、製品を–50°C未満の温度


に冷却するように設計された用途向けの機


器を除く。


2020年1月1日


(b) fluorinated greenhouse gases with a GWP


of 150 GWP or more for chillers up to and


including a rated capacity of 12 kW, except


if required to meet safety requirements at


the site of operation;


1 January 2027 (b) GWPが150以上のフッ素化温室効果ガスを


使用する12kW以下のチラー。ただし、使


用現場の安全要件を満たす必要がある場合


を除く。


2027年1月1日


(c) fluorinated greenhouse gases for chillers


up to and including a rated capacity of 12


kW, except if required to meet safety


requirements at the site of operation;


1 January 2032 (c) フッ素化温室効果ガスを使用する12kW以


下のチラー。ただし、使用現場の安全要件


を満たす必要がある場合を除く。


2032年1月1日


(d) fluorinated greenhouse gases with a GWP


of 750 for chillers above 12 kW, except if


required to meet safety requirements at the


site of operation.


1 January 2027 (d) GWPが750以上のフッ素化温室効果ガスを


使用する12kW超のチラー。ただし、使用


現場の安全要件を満たす必要がある場合を


除く。


2027年1月1日


(a) plug-in room air-conditioning equipment


which is moveable between rooms by the


end user that contains HFCs with GWP of


150 or more;


1 January 2020 (a) プラグインルームエアコン：エンドユー


ザーにより別の部屋 への 移動 が可 能な


GWP値が150以上のHFC類を含むもの。


2020年1月1日


(b) plug-in room air-conditioning equipment,


monoblock air-conditioning equipment,


other self-contained air-conditioning


equipment and self-contained heat pumps,


with a maximum rated capacity of up to and


including 12 kW that contain fluorinated


greenhouse gases with a GWP of 150 or


more, except if required to meet safety


requirements. If safety requirements at the


site of operation would not allow using


fluorinated greenhouse gases with GWP of


less than 150, the GWP limit is 750;


1 January 2027 (b) プラグインルームエアコン、モノブロック


エアコン、その他の自己完結型エアコン、


自己完結型ヒートポンプ：安全要件を満た


すために要求される場合を除き、GWPが


150以上のフッ素化温室効果ガスを含む最


大定格容量が12 kW以下のもの。使用現場


の安全要件がGWP 150未満のフッ素化温


室効果ガスの使用を 許容 しな い場 合、


GWP限界値は750である。


2027年1月1日


(c) plug-in room air-conditioning equipment,


monoblock air-conditioning equipment,


other self-contained air-conditioning


equipment and self-contained heat pumps,


with a maximum rated capacity of up to and


including 12 kW that contain fluorinated


greenhouse gases, except if required to


meet safety requirements. If safety


requirements at the site of operation would


not allow using alternatives to fluorinated


greenhouse gases, the GWP limit is 750;


1 January 2032 (c) プラグインルームエアコン、モノブロック


エアコン、その他の自己完結型エアコン、


自己完結型ヒートポンプ：安全要件を満た


すために要求される場合を除き、フッ素化


温室効果ガスを含む最大定格容量が12 kW


以下のもの。使用現場の安全要件がフッ素


化温室効果ガスの代替物の使用を許容しな


い場合、GWP限界値は750である。


2032年1月1日
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(7) Chillers that contain, or whose functioning relies


upon:
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(8) Self-contained air-conditioning equipment and


heat pumps, except chillers, that:


定


置


式


冷


却


装


置


(7) チラー：以下を含むか、その機能が以下に依存


するもの


据


置


き


型


エ


ア


コ


ン


機


器


及


び
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型


ヒ
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ト


ポ


ン


プ


(8) 自己完結型エアコン機器及びヒートポンプ (チ


ラーを除く) :







(d) monoblock and other self-contained air-


conditioning equipment and heat pumps,


with a maximum rated capacity of more


than 12 kW but not exceeding 50 kW that


contains fluorinated greenhouse gases with


a GWP of 150 or more, except if required


to meet safety requirements. If safety


requirements at the site of operation would


not allow using fluorinated greenhouse


gases with GWP of less than 150, the


GWP limit is 750;


1 January 2027 (d) モノブロックエアコン、その他の自己完結


型エアコン、ヒートポンプ：安全要件を満


たすために要求される場合を除き、最大定


格容量が12 kWを超え50 kW以下で、GWP


が150以上のフッ素化温室効果ガスを含む


もの。 使用現場の安全要件がGWP 150未


満のフッ素化温室効果ガスの使用を許容し


ない場合、GWP限界値は750である。


2027年1月1日


(e) other self-contained air-conditioning


equipment and heat pumps that contain


fluorinated greenhouse gases with GWP of


150 or more, except if required to meet


safety requirements. If safety requirements


at the site of operation would not allow


using fluorinated greenhouse gases with


GWP of less than 150, the GWP limit is


750.


1 January 2030 (e) その他の自己完結型エアコンおよびヒート


ポンプ：安全要件を満たすために要求され


る場合を除き、GWPが150以上のフッ素化


温室効果ガスを含むもの。使用現場の安全


要件がGWP 150未満のフッ素化温室効果


ガスの使用を許容しない場合、GWP限界


値は750である。


2030年1月1日


(a) Single split systems, containing less than 3 


kg of fluorinated greenhouse gases listed in


Annex I, that contain, or whose functioning


relies upon, fluorinated greenhouse gases


listed in Annex I with GWP of 750 or more;


1 January 2025 (a) 単一スプリット型システム： 3kg未満の


Annex Ⅰに記載のフッ素化温室効果ガスを


含むもので、GWP値が750以上のフッ素化


温室効果ガスを含む、または、その機器の


機能がフッ素化温室効果ガスに依存するも


の


2025年1月1日


(b) Split air-to-water systems of a rated


capacity up to and including 12 kW


containing, or whose functioning relies


upon, fluorinated greenhouse gases with


GWP of 150 or more, except if required to


meet safety requirements at the site of


operation;


1 January 2027 (b) スプリット型空気対水システム：GWPが


150以上のフッ素化温室効果ガスを含有


し、又はその機能がフッ素化温室効果ガス


に依存する定格容量が12 kW以下のもの。


使用現場の安全要件を満たす必要がある場


合を除く。


2027年1月1日


(c) Split air-to-air systems of a rated capacity


up to and including 12 kW containing, or


whose functioning relies upon, fluorinated


greenhouse gases with GWP of 150 or


more, except if required to meet safety


requirements at the site of operation;


1 January 2029 (c) スプリット型空気対空気システム：GWP


が150以上のフッ素化温室効果ガスを含有


し、又はその機能がフッ素化温室効果ガス


に依存する定格容量が12 kW以下のもの。


使用現場の安全要件を満たす必要がある場


合を除く。


2029年1月1日
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(8) Self-contained air-conditioning equipment and


heat pumps, except chillers, that:


(9) Split air-conditioning equipment and heat


pumps (*1):
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(8) 自己完結型エアコン機器及びヒートポンプ (チ


ラーを除く) :


(9) スプリット型エアコン機器およびヒートポンプ


(*1) :







(d) Split systems of a rated capacity up to and


including 12 kW containing, or whose


functioning relies upon, fluorinated


greenhouse gases, except if required to


meet safety requirements at the site of


operation;


1 January 2035 (d) スプリットシステム：定格容量が12 kW以


下で、フッ素化温室効果ガスを含有するも


の、又はその機能がフッ素化温室効果ガス


に依存するもの。使用現場の安全要件を満


たす必要がある場合を除く。


2035年1月1日


(e) Split systems of a rated capacity of more


than 12 kW containing, or whose


functioning relies upon, fluorinated


greenhouse gases with GWP of 750 or


more, except if required to meet safety


requirements at the site of operation;


1 January 2029 (e) スプリットシステム：定格容量が12 kWを


超え、GWPが750以上のフッ素化温室効果


ガスを含有するもの、又はその機能がフッ


素化温室効果ガスに依存するもの。使用現


場の安全要件を満たす必要がある場合を除


く。


2029年1月1日


(f) Split systems of a rated capacity of more


than 12 kW containing, or whose


functioning relies upon, fluorinated


greenhouse gases with GWP of 150 or


more, except if required to meet safety


requirements at the site of operation.


1 January 2033 (f) スプリットシステム：定格容量が12 kWを


超え、GWPが150以上のフッ素化温室効果


ガスを含有するもの、又はその機能がフッ


素化温室効果ガスに依存するもの。使用現


場の安全要件を満たす必要がある場合を除


く。


2033年1月1日


(10) 4 July 2007 (10) 2007年7月4日


(a) that contain PFCs; 4 July 2007 (a) PFCを含むもの 2007年7月4日


(b) that contain HFC-23; 1 January 2016 (b) HFC-23を含むもの 2016年1月1日


(c) that contain or rely on other fluorinated


greenhouse gases listed in Annex I, except


when required to meet safety requirements


at the site of operation.


1 January 2025 (c) Annex Ⅰに記載のその他のフッ素化温室効


果ガスを含む、又はフッ素化温室効果ガス


に依存するもの。ただし、使用現場で安全


要件を満たすことが要求される場合を除


く。


2025年1月1日


(12) 4 July 2007 (12) 2007年7月4日


(13) 4 July 2008 (13) 2008年7月4日


(14) 4 July 2006 (14) 2006年7月4日


(15) 4 July 2007 (15) 2007年7月4日


(16) 4 July 2008 (16) 2008年7月4日


(17) Foams: (a) Extruded polystyrene (XPS) that contain


HFCs with GWP of 150 or more, except if


required to meet national safety standards;


1 January 2020 (17) フォーム材: (a) 国の安全基準を満たす必要がある場合を除


き、GWPが150以上のHFC類を含む押し出


しポリスチレン (XPS)


2020年1月1日


(b) Foams other than extruded polystyrene


(XPS) that contain HFCs with GWP of 150


or more, except if required to meet national


safety standards;


1 January 2023 (b) 国の安全基準を満たす必要がある場合を除


き、GWPが150以上のHFC類を含む押し出


しポリスチレン (XPS) 以外のフォーム材


2023年1月1日
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(9) Split air-conditioning equipment and heat


pumps (*1):
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Non-confined direct evaporation systems that contain HFCs and PFCs as refrigerants.


(11) Fire protection equipment:


Windows for domestic use that contain fluorinated greenhouse gases listed in Annex I.


Other windows that contain fluorinated greenhouse gases listed in Annex I.


Footwear that contains fluorinated greenhouse gases listed in Annex I.


Tyres that contain fluorinated greenhouse gases listed in Annex I.


One-component foams, except when required to meet national safety standards, that contain


fluorinated greenhouse gases listed in Annex I with GWP of 150 or more.
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(9) スプリット型エアコン機器およびヒートポンプ


(*1) :


そ


の


他


の


製


品


・


装


置


非密閉式直接蒸発システム：冷媒としてHFC類とPFC類を含むもの


(11) 防火機器


家庭用の窓： Annex Ⅰに記載のフッ素化温室効果ガスを含むもの


その他の窓： Annex Ⅰに記載のフッ素化温室効果ガスを含むもの


履物類： Annex Ⅰに記載のフッ素化温室効果ガスを含むもの


タイヤ： Annex Ⅰに記載のフッ素化温室効果ガスを含むもの


一成分発泡材： 国の安全基準を満たす必要がある場合を除き、GWP値が150以上のAnnex Ⅰに


記載のフッ素化温室効果ガスを含むもの







(c) Foams that contain fluorinated greenhouse


gases, except if required to meet safety


requirements.


1 January 2033 (c) 安全要件を満たす必要がある場合を除き、


フッ素化温室効果ガスを含むフォーム材


2033年1月1日


(18) 4 July 2009 (18) 2009年7月4日


(19) Technical aerosols: (a) that contain HFCs with GWP of 150 or


more, except if required to meet national


safety standards or when used for medical


applications;


1 January 2018 (19) テクニカルエアロゾル: (a) 国の安全基準を満たす必要がある場合、


または医療用途に使用する場合を除き、


GWPが150以上のHFC類を含むもの


2018年1月1日


(b) that contain fluorinated greenhouse gases,


except if required to meet safety


requirements or when used for medical


applications.


1 January 2030 (b) 国の安全基準を満たす必要がある場合、


または医療用途に使用する場合を除き、


フッ素化温室効果ガスを含むもの


2030年1月1日


(20) 1 January 2025 (20) 2025年1月1日


(21) 1 January 2025 (21) 2025年1月1日


(a) (a)


(b) (b)containers which could be refilled but are imported or placed on the market without provision


having been made for their return for refilling.


*1:  For the purpose of this Regulation, fixed double duct heat pump and air-conditioning equipment


shall be considered split (category number 9) and be subject to the same requirements.
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Aerosol generators marketed and intended for sale to the general public for entertainment and


decorative purposes, as listed in point 40 of Annex XVII to Regulation (EC) No 1907/2006, and


signal horns, that contain HFCs with GWP of 150 or more.


Personal care products (e.g. mousse, creams, foams, liquids or sprays) that contain fluorinated


greenhouse gases.


Equipment used for cooling the skin that contain, or whose functioning relies upon, fluorinated


greenhouse gases with GWP of 150 or more except if used for medical applications.


Point 1 applies to non-refillable containers, namely:


containers which cannot be refilled without being adapted for that purpose; and


そ


の


他


の
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・
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置


エアロゾル・ジェネレーター： 規則（EC）No 1907/2006 Annex XVII（40）に記載のように、


上市し、娯楽や装飾目的で一般に販売するためのものでGWP値が150以上のHFC類を含むも


の。


パーソナルケア製品(例：ムース、クリーム、フォーム、液体またはスプレー)：フッ素化温室効


果ガスを含むもの


皮膚の冷却に使用する機器 (医療用を除く) ：GWPが150以上のフッ素化温室効果ガスを含む又


はその機能がフッ素化温室効果ガスに依存するもの


1項は再充填不可能な容器に適用する。すなわち、


その目的に合致しなければ詰め替えることができない容器


再充填が可能であるにもかかわらず、再充填のために返却されることが規定されず輸入、また


は上市される容器。


*1 本規則の意図するところでは、固定式二重ダクトヒートポンプおよびエアコン機器はスプリット型


(カテゴリー9番) とみなし、同じ要件が適用されるものとする。





